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(54) Title: HYDRAULIC AZIMUTH DRIVE FOR A WIND POWER PLANT, FEATURING PLAY COMPENSATION 

(57) Abstract: The invention relates to a device for driving mov- 
able mechanical components (10; 12a, b), at least two (10; 12a, b) 
of which are effectively interconnected in such a way that one com- 
ponent (10) can be driven by means of the other component (12a, 
b), play being provided between said two components (10; 12a, b). 
Said play between the components (10; 12a, b) can be eliminated 
by moving or bracing at least said two components (10; 12a, b) to- 
wards or against each other with the aid of a hydraulic mechanism 
(14). 
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(57) Zusammenfassung: Die Erfindung betrifft eine Vorrichtung 
zum Antrieb bewegbarer mechanischer Komponenten (I0;12a, b) 
von denen mindestens zwei (10; 12a, b) in Wirkverbindung der- 
art miteinander stehen, dass mittels der einen Kbmponente (12a, 
b) die aridere kbmponente (10) antreibbar ist, wobci twischen den 
genanntenbeiden Komponenten (10; 12a, b) ein Spiel besteht. Da- 
durch, dass mittels einer hydraiilischen Binrichtung (14) zumindest 
diese beiden komponenten (10; 12a, b) derart gegeneinander be- 
wegt oder verspannt werden t ist das vorhandene Spiel zwischen 
diesen Komponenten (10; 12a, b) beseitigbar. 
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